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Indoor Air Quality & Drainage

PROTECT YOUR INVESTMENT WITH
EFFECTIVE DRAINAGE PRINCIPLES

Properly sized gutters are your first line of defense.

Piping water 5 feet away from the foundation is your second line of

defense.

5% MINIMUM GRADE FOR FIRST 107

2% MINIMUM GRADE ON LAWN AREAS

5% MINIMUM GRADE
ON PAVEMENT

ENSURE POSITIVE DRAINAGE BY MAINTAIMNING
HEIGHT OF BERMS OR OBSTRUCTIONS BELOW
FLOOR ELEVATIONS

TYPICAL 8" DROP AT FOUNDATION
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toward the house, swales can be
used to redirect water away from the
foundation and other structures.

A grass drainage swale is an open
channel that collects water from
hard surfaces and allows it to perco-
late into the ground, reducing the
amount of runoff leaving the road or
property. The grass covering the
side slopes and swale bottom
provides a filtration surface for the
water and helps to reduce the flow
wvelocity.
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PROPER
FOUNDATION
DRAINAGE

SEALANT.
FLASHING

RIGID INSULATION

3/8” FIBER CEMENT
BOARD; ALL
SURFACES COATED

CAVITY INSULATION

/SIL GASKET

PROTECTIVE MEMBRANE
STRIP

CONCRETE FOUNDATION

/WAL

SEALANT
TREATED WOOD NAILER

CONTINUOUS POLYETHYLENE
VAPOR BARRIER OR AIR
BARRIER (ALL JOINTS TAPED)

Protecting your home with a perimeter drain and
foundation water proofing is essential.




No Air Space below Crawl Space doors or vents

No air space below crawl space door/water
from adjacent downspout has a path into  Air vent is below grade/organic matter is
the crawl space. against the siding




No 5% slope away from the structure

Water is flowing towards the house not
away Water is flowing into the crawl space




No piping away from the structure

Crawl space door and positive drain of
Improper pipe connections foundation are near/below a downspout
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No 5% or 2% slope

No 2% swale along side of the house No slope for runoff



